
W66US532LB

FEATURES
- Silicone Cover Gakset
- Stainless Steel Fixings

GENERAL INFORMATION

Brand IPD

Product Type Socket

TECHNICAL ATTRIBUTES

Back Box Included No

Gland Entries 1 x M32, 2 x M25

No. of Phases 3

No. of Pins 5

Pin Type Round

Rated Current (A) 32

Rated Voltage AC/DC (V) 500

PHYSICAL ATTRIBUTES

Cover Style Light Grey

Material Polycarbonate

DIMENSIONS

Dimensions (mm) 101W x 101H x 91D

Maximum Cable Cross Section (mm²) 16

PROTECTION & STANDARDS

Degree of Protection IP66

IPD UNSWITCHED SOCKET 3 PHASE 5 ROUND PINS 32A 500V LESS
BASE, IP66 W66US532LB
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PROTECTION & STANDARDS

Standards and Approvals AS3123

RESOURCES

Product catalogue (Flipbook) Download from here

INSTALLATION & ACCESSORIES > WEATHERPROOF SWITCHGEAR > W66 INDUSTRIAL IP66 SWITCHGEAR

Phone: 1300 556 601 www.ipd.com.au 09/06/2023 2

https://resources.ipd.com.au/Flipbook/V16/Product_Catalogue_V16.html

