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Product No: 942 183-999-001

FEATURES

General Informat ion

Brand HIRSCHMANN

Series BAT867-R

Software Modules WLAN Controller, Industrial HiVision, LANConfig

Technical At t ributes

Communication Interface Ethernet, Power Supply

Connector Type 2 x RPSMA Female Connector, 1x RPSMA Male
Connector (for Antenna)

No. of 1GB Ports 1

No. of Ethernet Ports 1

No. of Ports 1xEthernet RJ45

Power Consumption (W) 9

Rated Operational Voltage DC (V) 24

Physical At t ributes

Housing Material Metal

Maximum Temperature (°C) 70

Minimum Temperature (°C) -40

Mounting Type DIN Rail

HIRSCHMANN WIRELESS ACCESS POINT  942 183-999-001

Industrial Wireless Access Point with 1 x WLAN
Interface
LAN port: 1 x 10/100/1000BASE-TX Ethernet
Supports IEEE 802.11a/b/g/n/ac standards
Data rates up to 867 Mbit/s with 2 x 2 MIMO
technology
Antenna connectors: 2 x RSMA
Operating voltage: 24 V DC
Operating temperature range: -10 °C to +60 °C
Enclosure: IP40 rated metal housing for industrial
environments
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Operational Temperature Range (°C) -10 to +60

Dimensions

Dimensions (mm) 148Hx50Wx1223D

Weight (kg) 0.52

Protect ion & Standards

Degree of Protection IP40

Resources

Product catalogue (Flipbook) Download from here

https://resources.ipd.com.au/catalogue/product-catalogue-v17

