
1300 556 601 | ipd.com.au | 10-04-2024

IPD > SAFETY & HAZARDOUS AREA EQUIPMENT > HAZARDOUS AREA EQUIPMENT > HAZARDOUS AREA CAMERAS

Product No: 289860

General Informat ion

Brand STAHL

Technical At t ributes

Communication Interface TX, PoE+

Connection Type Ethernet LAN 100Base-TX, RJ45

Frame Rate (fps) 1 to 60

Network Configuration TCP/IPv4-IPv6, UDP/IPv4-IP6, HTTP, HTTPS, NTP, DHCP,
WS- DISCOVERY, DSCP, SOAP, DNS, IGMP (Multicast)

No. of Video Streams 3 independent video streams Full HD

Rated Operational Current (A) 1.32 (AC), 0.9 (DC)

Resolution Full HD to 320x180 p

Sensor Type 1/3" CMOS 2.55 MPixel

Viewing Angle 54° (wide) 4.9° (tele)

Zoom 10x (320x, with digital zoom)

Physical At t ributes

Ambient Temperature Range (°C) -40 to +65

Cable Type Armoured cable

Material Stainless steel 316L

Operational Temperature Range (°C) -40 to +65

Dimensions

ST AHL COMPACT  AFZ CAMERA FULL HD 10 X ZOOM 289860
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Cable Length (m) 4

Dimensions (mm) 325W x 190H x 230D

Protect ion & Standards

Certifications ATEX, IECEx, EAC

Degree of Protection IP66, 67, 68, 69

Resources

Product catalogue (Flipbook) Download from here

https://resources.ipd.com.au/catalogue/product-catalogue-v17

