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Product No: 282378

FEATURES

General Informat ion

Brand STAHL

Product Type Floodlight

Technical At t ributes

Application Application range (zones) - 1, 2, 21, 22

Lamp Wattage (W) 160

Rated Frequency (Hz) 50 - 60

Rated Operational Voltage AC (V) 110 - 277

Physical At t ributes

Ambient Temperature Range (°C) -60 to +60

Cable Type Finely stranded, solid

Colour Enclosure - Similar to RAL 9010

Enclosure Material Stainless steel 1.4301, Single-layer powder-coated

Lamp Type LED

LED Colour Cool White

Dimensions

Cable Cross Section (mm²) 4 - 6

Dimensions (mm) 400W x 84H x 520D

ST AHL FLOODLIGHT  LED, COOL WHIT E, WIDE BEAM, 160W,
28237 8

'- LED high-performance floodlight
- Robust stainless steel enclosure
- Wide beam light distribution
- Drilled holes 3 x M20
- Degree of protection IP66
- Can be used in Zones 1, 2, 21 and 22
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Protect ion & Standards

Certifications IECEx, ATEX

Degree of Protection IP66

Rated Impact Resistance IK10

Resources

Product catalogue (Flipbook) Download from here

https://resources.ipd.com.au/catalogue/product-catalogue-v17

