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DREIESPJELDVENTIL, LUG, TYPE EGO 

Butterfly valve, Lug style, type EGO 

 
 
EPDM og BUNA sete 
 
 
 
 
 

 
 
 

 
 
 

Dimensjoner 
DN 50 - DN 600 
 
Trykklasse 
PN 10 - PN 16 
 
Temperaturområde 
EPDM  -20°C til +120°C 
Kan ikke benyttes for medier som inneholder oljeprodukter. 
 
BUNA - N -15°C til +80°C 
Kan benyttes til olje. 
 
Funksjon og konstruksjon 
Helstøpt ventilhus med sentrisk lagret spjeld 
Gjennomgående spindel 
Høy hals for isolering 
Spjeldet kan stoppes i flere posisjoner  
Toppflens iht. ISO 5211 
 
Anvendelsesområde 
Kan benyttes til flere forskjellige applikasjoner, men det må 
tas hensyn til setemateriale og temperaturområde.  
EPDM kan ikke benyttes til olje. 
NBR tåler olje, men ikke høyere temperatur enn 80°C. 
 
Anslutningsform 
For innspenning mellom flenser PN 10-16 DN 200 og større 
er iht. PN 10 
Kan ikke sitte som endeventil 
 

Dimensions 
DN 50 - DN 600 
 
Pressure rating 
PN 10 - PN 16 
 
Temperature range 
EPDM  -20°C to +120°C 
Can not be used for oil products. 
 
BUNA – N -15°C to +80°C 
Can be used for oil products. 
 
Features 
Cast body with centric disc One-piece stem 
Extended neck for pipe insulation Bi-directional flow 
Top flange acc. to ISO 5211 
 
Range of application 
To be used for several applications. However, the seat 
materials and temperature range has to be taken into 
consideration. 
EPDM must not be used for oil products. 
NBR can withstand oil products, but can only be used for 
max. 80°C. 
 
Socket 
To be mounted between flanges PN 10- PN 16  
DN 200 and larger acc. to PN 10 
Can not be used for dead end services. 
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Materialbeskrivelse  Type A    Type B 
Ventilhus   Seigjern GGG40  Seigjern GGG40 
Ventilhushylse   Bronse    Bronse 
Sete    EPDM    NBR (BUNA-N) 
Spindel    Syrefast AISI 431  Syrefast AISI 431 
Spjeld    Syrefast CF8M   Syrefast CF8M 
Låsepinne   Syrefast AISI 316  Syrefast AISI 316 
O-ring    NBR    NBR 
Navnplate   Rustfritt stål   Rustfritt stål 
Spindelhylse   Bronse    Bronse 
 
 
DN 50-DN 200 leveres med spak. 
DN 250 og større leveres med gir. 
 
 
Materials   Type A    Type B 
Body    Ductile iron GGG40  Ductile iron GGG40 
Bushing   Bronze    Bronze 
Seat    EPDM    NBR (BUNA-N) 
Stem    Stainless steel AISI 431  Stainless steel AISI 431 
Disc    Stainless steel CF8M  Stainless steel CF8M 
Pin    Stainless steel AISI 316  Stainless steel AISI 316 
O-ring    NBR    NBR 
Metal tag   Stainless steel   Stainless steel 
Bushing   Bronze    Bronze 
 
 
DN 50 - DN 200 delivered with hand lever.  
DN 250 and larger delivered with worm gear. 
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