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Produktbeskrivelse 

Oppladbar stoppspak med 2 stk Li-ion 5500mah batterier. 
Lader for 12/230V 
Sikkerhets stropp for armen  
Gummiert håndtak 
IP67 
Produsert iht Statens vegvesens håndbok R310 

 
 
 

NRF-nr. Artikkelnavn 

 9722886 Oppladbar stoppspak LED 

 9 stk LED 
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Fysiske data 

Vekt: 0,33 kg   Lengde: 415,00 mm 
 
Volum: 3,32 dm3 Bredde:  200,00 mm 
 
Høyde: 40,00 mm 
 

 Dette er målene på selve stoppspaken 
 Husk at man trenger Arbeidsvarslingskurs 3 for å dirigere trafikk!! 

 
 

Teknisk beskrivelse 

 Batteritid 15 timer 
 Kl 3 refleks forside 
 Trafikkgrå bakside 
 Vanntett IP67 
 8,5 t ladetid pr batteri 
 Batteriene lades i enden på batteriene. 
 Tilpasset bruk for 3 stk C batterier 

 
 

Monteringsanvisning 

Produktet kommer ferdig montert. 
For å montere batteriet i stoppspaken skrur man av håndtaket på stoppspaken og setter 
inn ett av de 2 batteriene som medfølger produktet 

 
 

Vedlikeholds- og avfallsinstruks 

Ut over ladning av batterier er det intet vedlikehold på denne varen. 
Leveres offentlig godkjent deponi som EL avfall etter endt bruk 

 
 

Tilhørende produkter 

 
 

NRF-nr. Artikkelnavn 

9722793 
9722794 
9722795 
9722796 

Jakke manuell dirigering M 
Jakke manuell dirigering L 
Jakke manuell dirigering XL 
Jakke manuell dirigering XXL 
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Reservedelsliste 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

NRF-nr. Artikkelnavn 

9723528 
9723529 

LADESETT TIL STOPPSPAK 
BATTERI TIL STOPPSPAK 
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Product-/Management, Operation and Maintenance (MOM)-Sheet 

 
 

 
 
 

 
 

Product Description 

Rechargeable handheld signaling paddle with 2 pcs Li-ion 5500mah batteries included 
Charger suitable for 12/230V 
Safety strap for securing the device around the arm 
Rubber handle 
IP67 
Produced according to Statens vegvesen’s handbook R310 

 
 
 
 
 

NRF-numb. Product Name 

9722886 Rechargeable Handheld Signaling Paddle 

 With 9 LED lights 
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Physical Data 

Weight: 0,33 kg   Length: 415,00 mm 
 
Volume: 3,32 dm3 Width:  200,00 mm 
 
Height: 415,0 mm 
 

 This is det measure of the rechargeable handheld signaling paddle 
 In order to direct traffic within Norwegian jurisdiction, fulfillment of 

«Arbeidsvarslingskurs 3» applies. Please see applicable regulations within your 
country.  

 

Technical Description  

 Battery runtime: 15 hours. 
 Class 3 reflector on the front. 
 Traffic gray color on the back. 
 Waterproof IP67. 
 Charge time per battery: approx. 8,5 hour. 
 Battery charging connection is located on the short side of the battery. 
 Customized to be used with 3 pcs. C batteries. 

 

Mounting Instructions 

The product is fully assembled at delivery. To insert the battery into the paddle, please 
unscrew the handle and insert one of the two batteries supplied with the product.  

 
 

Maintenance and Disposal Instructions  

Apart from charging, no further maintenance is required for this product.  
This product is disposed of as e-waste at a publicly approved landfill. 

 
 

Related Products 

 

NRF-numb. Product Name 

9722793 
9722794 
9722795 
9722796 

Jakke manuell dirigering M 
Jakke manuell dirigering L 
Jakke manuell dirigering XL 
Jakke manuell dirigering XXL 
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Spare parts 

 

NRF-nr. Artikkelnavn 

9723528 
9723529 

LADESETT TIL STOPPSPAK 
BATTERI TIL STOPPSPAK 


