
 

 

 

 

 

 

 

Masking Tapes 

Facade 

 

Description 

Norton Masking Tapes are designed for general purpose to professional applications on a wide range of 

materials, providing the best results, ease of use and versatility. 

Features Benefits 

High adhesion Outdoor extreme masking tape 

A strong waterproof cloth backing  Specifically designed for tough outdoor conditions 

Clean removal up to 14 days Specially formulated adhesive for porous surfaces 

Tough & hard wearing Heavy duty UV stabilised rubber adhesive and strong 

woven cloth backing with weatherproof PE coating 

Multi-surface Suitable for holding and joining PE sheeting and as a 

general purpose tape on work and construction sites 

General purpose  

Application Data 

Typical Applications : Render, Concrete, Brick, Roof Tiles, Rough and Porous Surfaces, as well as 

Windows, Glass and Wood 

  

Technical Data 

Data Specification Testing Method  

180° Peel Adhesion 

(N/25mm)  
>10 GB/T 2792-2014 

 

Tensile strength  

(N/25mm) 
>90 GB/T 2792-2014 

 

Elongation ≥ 9% GB/T 30776-2014  

    

Type of cloth 65% Polyester 35% Cotton  

Type of adhesive Natural Rubber   

    

    

Range 

Code Size Item EAN Qty per box Box EAN 

78072710032 24mmx25M 8719362236331 24 8719362243933 

78072710033 36mmx25M 8719362236348 15 8719362243940 

78072710034 48mmx25M 8719362236355 12 8719362243957 

 


