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TREVEIS KULEVENTIL, TYPE 2040/2041 
Three-port ball valve, type 2040/2041 

 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 

Dimensjoner 
1/4” - 2” 
 
Trykklasse 
PN 63 
 
Funksjon og konstruksjon 
Treveis kuleventil med redusert gjennomløp  
Antistatisk.  
Utblåsningssikker spindel  
Montasjeflens ISO 5211 
Låsbar spak 
Leveres med T-løp eller L-løp 
 
Anvendelsesområde 
Vann, luft, olje, noen kjemikalier, lavtrykksdamp 
 
Materialbeskrivelse 
Hus  Syrefast AISI 316 
Kule  Syrefast AISI 316 
Spindel  Syrefast AISI 316  
Setepakning 15% glassfiberfylt PTFE  
Spak  Rustfritt AISI 304  
Mutter/Skive Rustfritt AISI 304 
 
Anslutningsform 
Innvendig BSP gjenger 
 

Dimensions 
1/4” - 2” 
 
Pressure rating 
PN 63 
 
Features 
Three-port ball valve, reduced bore 
Blow-out proof stem.  
ISO 5211 Mounting pad  
Latch lock lever 
Available as L-port or T-port 
 
 
Range of application 
Water, air, oil, some chemicals, low pressure steam 
 
Materials 
Body  Stainless steel AISI 316 
Ball  Stainless steel AISI 316 
Stem  Stainless steel AISI 316  
Seat packing PTFE (15% glass fiber)  
Handle  Stainless steel AISI 304  
Nut/Washer Stainless steel AISI 304 
 
Socket 
Internal BSP threads 
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